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Processor

3U Short Depth System
Rugged Rackmount Core 2 Quad Intel>>

One Bay for Slimline DVD or CD Drive; One 5.25" Bay for Tape, DVD, CD, or Removable Disk Drive
Two 3.5" Bays for Removable Disk Drives;  Two 3.5" Bays for Internal Disk Drives

Memory Type:  Four 240-pin DIMM DDR2 800/667/533 Sockets
Maximum Supported:  8GB

One PCI Express x16 Slot
One PCI Express x8 Slot (electrical x4)
Five 32-bit PCI Slots

Operating System: Microsoft Windows Compatible; Linux Compatible 

Network:  One Intel 82566DM + 1x Intel 82573L PCI-e Gigabit LAN Ports
SATA: Six SATA 3.0 Ports;  Intel ICH9DO SATA2 (3 Gbps) controller built-in;  RAID 0, 1, 5, 10 support (Windows 
Only);  RAID 0, 1, 10 support (Linux)
IDE: One Parallel ATA IDE Interface with UDMA 33, ATA-66/100 Support
USB: Ten USB ports (six at rear, two on-board, two via internal headers)
Serial: One Serial Port (three serial headers)
PS/2: Two PS/2 Ports
Parallel: One Parallel Port
Audo: Realtek ALC883 High Definition 5.1 Channel Audio

System Memory

Expansion Slots

Standard Interfaces

Front Accessible Storage

Software

Chassis
Form Factor:             3U
Physical Size:           19"W x 5.25"H x 17"D
Weight:                     27lb
Cooling Fans:           Four 60mm

Power Supply
Single 400 Watt PFC

System Environment
Minimum Operating Temp.: 0° C   (32° F)
Max Operating Temp.: 40° C   (104° F)
Humidity: Designed to meet 10%-90% non-condensing
Max Operating Altitude: Designed to meet 10,000 ft
Max Non-Operating Altitude: Designed to meet 40,000 ft  


