


Motherboard
Tyan S3992G3NR-E

Supports up to two AMD Opteron Rev. F 2000 Series Santa Rosa dual-core processors, and Barcelona quad-core processors
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Processor

Rugged Tower SAS/SATA
Two AMD Opteron Dual-Core or Quad-Core Processors>>

Three 5.25" Bays for Tape Drive, CD-RW, DVD, CD-ROM, and Removable Disk Drives
Four 3.5" Bays for Hot Swappable Disk Drives

(16) 240-pin 1.8-Volt DDRII DIMM sockets (8 on CPU1 and 8 on CPU2)

Two PCI Express x16 slots (each w/x8 signal)
Two PCI-X 133/100MHz slot
One PCI-X 100MHz slot
One PCI 32-bit 33MHz, v2.3 compliant slot
One Tyan "TARO" SO-DIMM socket

Operating System: Microsoft Windows Compatible; Linux Compatible

Network: Two Gigabit LAN Ports and One Intel 10/100 Fast Ethernet
SATA: Four 1.5Gb/s Serial ATA Ports
IDE: Single IDE Port Supports up to Two IDE Devices
Serial: One 9-pin Serial Port
USB: Two USB 2.0 Ports
PS/2: Two PS/2 Ports

System Memory

Expansion Slots

Standard Interfaces

Front Accessible Storage

Software

Chassis
Form Factor:             Tower
Physical Size:           7.8"W x 16.7"H x 20.9"D
Power Supply
Single 650 Watt Auto-Range

System Environment
Minimum Operating Temp.: 0° C   (32° F)
Max Operating Temp.: 40° C   (104° F)
Humidity: Designed to meet 5%-95% non-condensing
Max Operating Altitude: Designed to meet 10,000 ft
Max Non-Operating Altitude: Designed to meet 40,000 ft  


